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ATTENTION! 

 is restricted to occupational use only to 

C RF energy exposure requirements. 

g this product, read the RF energy awareness 

 and operating instructions in the Product 

 RF Exposure booklet enclosed with your radio 

ublication part number 6864117B25) to 

pliance with RF energy exposure limits. 

f Motorola-approved antennas, batteries, and 

ssories, visit the following website: 

.motorola.com/governmentandenterprise
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Important Safety Information

Product Safety and RF Exposure Compliance

This radio

satisfy FC

Before usin

information

Safety and

(Motorola P

ensure com

For a list o

other acce

http://www

Before using this product, read the operating 

instructions for safe usage contained in the 

Product Safety and RF Exposure booklet 

enclosed with your radio.

!
C a u t i o n

Motorola DP 3400
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TM voice coding Technology embodied in 

s protected by intellectual property rights 

ent rights, copyrights and trade secrets of 

Systems, Inc. 

ding Technology is licensed solely for use 

mmunications Equipment. The user of this 

s explicitly prohibited from attempting to 

verse engineer, or disassemble the Object 

ny other way convert the Object Code into a 

ble form. 

s. #5,870,405, #5,826,222, #5,754,974, 

#5,715,365, #5,649,050, #5,630,011, 

#5,517,511, #5,491,772, #5,247,579, 

nd #5,195,166.
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Computer Software Copyrights

The Motorola products described in this manual may 

include copyrighted Motorola computer programs stored 

in semiconductor memories or other media. Laws in the 

United States and other countries preserve for Motorola 

certain exclusive rights for copyrighted computer 

programs including, but not limited to, the exclusive right 

to copy or reproduce in any form the copyrighted 

computer program. Accordingly, any copyrighted 

Motorola computer programs contained in the Motorola 

products described in this manual may not be copied, 

reproduced, modified, reverse-engineered, or distributed 

in any manner without the express written permission of 

Motorola. Furthermore, the purchase of Motorola 

products shall not be deemed to grant either directly or by 

implication, estoppel, or otherwise, any license under the 

copyrights, patents or patent applications of Motorola, 

except for the normal non-exclusive license to use that 

arises by operation of law in the sale of a product.

The AMBE+2

this product i

including pat

Digital Voice 

This voice co

within this Co

Technology i

decompile, re

Code, or in a

human-reada

U.S. Pat. No

#5,701,390, 

#5,581,656, 

#5,226,084 a
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Getting Started

Take a moment to review the following:

How to Use This Guide . . . . . . . . . . . . . . . . . . . . . . . . . page 1

What Your Dealer/System Administrator Can Tell You  . page 1

How to Use This Guide

This User Guide covers the basic operation of the MOTOTRBO 

Non-Display Portables.

However, your dealer or system administrator may have 

customized your radio for your specific needs. Check with your 

dealer or system administrator for more information.

Throughout this publication, two icons are used to differentiate 

Analog mode and Digital mode only features:

For features that are available in both Analog and Digital 

modes, no icon is shown.

What Your Dealer/System Administrator 
Can Tell You

You can consult your dealer or system administrator about the 

following:

• Is your radio programmed with any preset conventional 

channels?

• Which buttons have been programmed to access other 

features? 

• What optional accessories may suit your needs?

Indicates an Analog mode only feature.

Indicates a Digital mode only feature.
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IMPRES battery warranty, although the 

standard battery warranty still applies.

g the Battery

ry with 

 back of 

s the 

and slide 

e latch 

ce. Slide 

to lock 

To remove the 

battery, turn the 

radio off. Move the 

battery latch into 

unlock position 

and hold, and slide 

the battery down 

and off the rails.

Battery Latch
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Preparing Your Radio for Use

Assemble your radio by following these steps:

Charging the Battery . . . . . . . . . . . . . . . . . . . . . . . . . . . page 2

Attaching the Battery. . . . . . . . . . . . . . . . . . . . . . . . . . . page 2

Attaching the Antenna. . . . . . . . . . . . . . . . . . . . . . . . . . page 3

Attaching the Belt Clip. . . . . . . . . . . . . . . . . . . . . . . . . . page 3

Attaching the Universal Connector Cover . . . . . . . . . . . page 3

Powering Up the Radio . . . . . . . . . . . . . . . . . . . . . . . . . page 4

Adjusting the Volume  . . . . . . . . . . . . . . . . . . . . . . . . . . page 4

Charging the Battery

Your radio is powered by a Nickel Metal-Hydride (NiMH) or 

Lithium-Ion (Li-lon) battery. To avoid damage and comply with 

warranty terms, charge the battery using a Motorola charger 

exactly as described in the charger user guide.

Charge a new battery 14 to 16 hours before initial use for best 

performance.

IMPORTANT: ALWAYS charge your IMPRES battery with the 

IMPRES charger. Using a conventional charger 

causes irrecoverable loss of IMPRES battery 

data. As a result, the battery functions as a 

non-IMPRES battery and cannot display the 

data on your radio. Additionally, it voids your 

Attachin

Align the batte

the rails on the

the radio. Pres

battery firmly, 

upward until th

snaps into pla

battery latch in

position.
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ing the Universal Connector Cover

al connector is located on the antenna side of the 

sed to connect MOTOTRBO accessories to the 

Place the universal 

connector cover loop over 

the attached antenna. Slide 

it all the way down to the 

base of the antenna. 

Insert the hooked end of the 

cover into the slots above 

the universal connector. 

Press downward on the 

cover to seat the lower tab 

properly into the RF 

connector. 

Turn the thumbscrew 

clockwise to secure the 

connector cover to the 

radio.

he universal connector cover, press down on the 

rn the thumbscrew counterclockwise. Lift the cover 

 connector cover loop upwards, and remove it from 

 antenna.
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Attaching the Antenna

With the radio turned off, set the 

antenna in its receptacle and turn 

clockwise.

To remove the antenna, turn the 

antenna counterclockwise. Make sure 

you turn off the radio and remove the 

universal connector cover first.

Attaching the Belt Clip

Align the grooves on the clip with 

those on the battery and press 

downward until you hear a click.

To remove the clip, press the belt clip 

tab away from the battery using a 

key, or similar item. Then slide the 

clip upward and away from the radio.

Attach

The univers

radio. It is u

radio.

To remove t

cover and tu

up, slide the

the attached

If the antenna needs to be replaced, ensure that only 

MOTOTRBO antennas are used. Neglecting this will 

damage your radio. 
!

C a u t i o n

Universal

 
Connector
Cover
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e.
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is knob 
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Powering Up the Radio

Rotate the On/Off/Volume 

Control Knob clockwise 

until you hear a click. The 

LED blinks green.

A brief tone sounds, 

indicating that the power up 

test is successful.

NOTE: There is no power 

up tone if the radio 

tones/alerts 

function is 

disabled (see 

Turning Radio 

Tones/Alerts On 

or Off on 

page 23).

If your radio does not power up, check your battery. Make sure 

that it is charged and properly attached. If your radio still does 

not power up, contact your dealer.

To turn off the radio, rotate this knob counterclockwise until you 

hear a click.

Adjusti

To increase th

volume, turn th

Off/Volume C

Knob clockwis

To decrease th

volume, turn th

counterclockw
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nel Selector Knob

ff/Volume Control Knob

Indicator

Button 1*

-to-Talk (PTT) Button

Button 2*

Button 3*

phone

rsal Connector for Accessories

ker

gency Button*

na

e buttons are programmable.
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Identifying Radio Controls

Take a moment to review the following:

Radio Controls You Will Be Using . . . . . . . . . . . . . . . . . page 5

Programmable Buttons . . . . . . . . . . . . . . . . . . . . . . . . . page 6

Push-To-Talk (PTT) Button  . . . . . . . . . . . . . . . . . . . . . . page 7

Switching Between Analog and Digital Mode  . . . . . . . . page 7

Radio Controls You Will Be Using

12

86

5

2

1
11

4

10

3

9

7

Chan

On/O

LED 

Side 

Push

Side 

Side 

Micro

Unive

Spea

Emer

Anten

* Thes

1

2

3

4

5

6

7

8

9

10

11

12
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Repeater/Talkaround – Toggles between using a repeater and 

g directly with another radio.

s scan on or off.

ntrol  – Controls the Output Pin on a local or 

 selection from a list of zones.

gth – Indicates battery strength via the LED 

le Settings or Utility Functions

rts – Toggles all tones and alerts on or off.

– Toggles transmit power level between high and 

– Toggles squelch level between tight and normal.
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Programmable Buttons

Your dealer can program the programmable buttons as 

shortcuts to radio functions or preset channels/groups 

depending on the duration of a button press:

• Press – Pressing and releasing rapidly.

• Long press – Pressing and holding for the preprogrammed 
duration (between 0.25 seconds and 3.75 seconds).

• Hold down – Keeping the button pressed.

Assignable Radio Functions

Emergency – Depending on the programming, initiates or 

cancels an emergency alarm or call.

Monitor – Monitors a selected channel for activity.

Nuisance Channel Delete – Temporarily removes an 

unwanted channel, except for the Selected Channel, from the 

scan list. The Selected Channel refers to the user’s selected 

zone/channel combination from which scan is initiated.

One Touch Call  – Directly initiates a predefined Private or 

Group Call, a Call Alert or a Quick Text message.

Permanent Monitor – Monitors a selected channel for all radio 

traffic until function is disabled.

communicatin

Scan – Toggle

Telemetry Co

remote radio.

Zone – Allows

Battery Stren

Indicator.

Assignab

All Tones/Ale

Power Level 

low.

Squelch  

� �
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ing Between Analog and Digital 

el in your radio 

igured as an 

nel or a digital 

e the Channel 

ob to switch 

 analog or a digital 

hing from digital to 

e, certain features 

ble.

lso has features 

both analog and 

. However, the 

nces in the way 

 works does NOT 

rformance of your radio.

ur radio also switches between digital and analog 

des during a dual mode scan (see Scan on 

ge 16).

Channel Selector Knob 
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Push-To-Talk (PTT) Button

The PTT button on the side of 

the radio serves two basic 

purposes: 

• While a call is in progress, 

the PTT button allows the 
radio to transmit to other 
radios in the call.

Press and hold down PTT 
button to talk. Release the 
PTT button to listen.

The microphone is activated 
when the PTT button is 
pressed.

• While a call is not in progress, the PTT button is used to make 

a new call (see Making a Voice Call on page 12).

Depending on programming, if the Talk Permit Tone is 

enabled, wait until the short alert tone ends before talking.

Switch
Mode

Each chann

can be conf

analog chan

channel. Us

Selector Kn

between an

channel.

When switc

analog mod

are unavaila

Your radio a

available in 

digital mode

minor differe

each feature

affect the pe

NOTE: Yo

mo

pa

PTT

Button 
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Solid green – Radio is transmitting. Also indicates full charge of 

en the preprogrammed Battery Strength button 

n – Radio is powering up or receiving a call.

ones

vide you with audible indications of the radio’s 

adio’s response to data received.

 Tone A monotone sound. Sounds 

continuously until termination.

one Sounds periodically depending on the 

duration set by the radio. Tone starts. 

stops and repeats itself.

Tone A single tone that repeats itself until it is 

terminated by the user.

 Tone Sounds only once for a short period of 

time defined by the radio.
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Identifying Status Indicators

Your radio indicates its operational status through the following:

LED Indicator  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 8

Audio Tones  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 8

Indicator Tones . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 8

LED Indicator

The LED indicator shows the 

operational status of your radio. 

Blinking red – Radio is 

transmitting at low battery 

condition, receiving an emergency 

transmission or has failed the self-

test upon powering up.

Solid yellow – Radio is receiving 

a request for a Private Call, or 

monitoring a channel. Also 

indicates fair battery charge when 

the preprogrammed Battery 

Strength button is pressed. 

Blinking yellow – Radio is scanning for activity or receiving a 

Call Alert.

the battery wh

is pressed.

Blinking gree

Audio T

Alert tones pro

status or the r

LED Indicator Continuous

Periodic T

Repetitive 

Momentary
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ng and Making Calls

nderstand how your MOTOTRBO Portable is 

you are ready to use your radio.

igation guide to familiarize yourself with the basic 

s:

Zone  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .page 10

Radio Channel, Subscriber ID, 

ID. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .page 10

nd Responding to a Radio Call . . . . . . . . .page 10

ice Call . . . . . . . . . . . . . . . . . . . . . . . . . . .page 12

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .page 14

eatures . . . . . . . . . . . . . . . . . . . . . . . . . . .page 15
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Indicator Tones

High pitched tone  Low pitched tone 

Receivi

Once you u

configured, 

Use this nav

Call feature

Selecting a 

Selecting a 

or Group 

Receiving a

Making a Vo

Talkaround 

Monitoring F

Positive Indicator Tone

Negative Indicator Tone

Motorola DP 3400

https://rads.ru/Motorola_DP_3400
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ng and Responding to a Radio Call

nel, 

 or 

t, you 

 

spond 

 up 

ile the 

itting 

n the 

ing.

LED Indicator 
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Selecting a Zone

A zone is a group of channels. Your radio supports up to a 

maximum of 2 zones.

Procedure:

1 Press the preprogrammed Zone button.

2 You hear a positive indicator tone, indicating the radio has 

switched from Zone 1 to Zone 2.

OR

You hear a negative indicator tone, indicating the radio has 

switched from Zone 2 to Zone 1.

Selecting a Radio Channel, Subscriber ID, 
or Group ID

Procedure:

Once the required 

zone is set (if you 

have multiple zones 

in your radio), turn 

the Channel Selector 

Knob to select the 

number that 

represents the 

channel, subscriber 

ID, or group ID.

Receivi

Once the chan

subscriber ID,

group ID is se

can proceed to

receive and re

to calls.

The LED lights

solid green wh

radio is transm

and blinks whe

radio is receiv
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ng and Responding to a Private Call 

ll is a call from an individual radio to another 

dio.

o types of Private Calls. The first type, where a 

ce check is performed prior to setting up the call, 

er sets up the call immediately. 

radio is checked, the LED lights up solid yellow 

. Only one of these call types can be programmed 

 by your dealer.

eceive a private call: 

ing on how your radio is programmed:

 lights up solid yellow momentarily. Then, the LED 

een.

 blinks green.

 radio vertically 2.5 to 5.0 cm (1 to 2 inches) from 

uth.

e PTT button to respond to the call. The LED lights 

green.

the Talk Permit Tone to finish (if enabled) and speak 

to the microphone.

 the PTT button to listen.
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Receiving and Responding to a Group Call

To receive a call from a group of users, your radio must be 

configured as part of that group.

1 The LED blinks green.

2 Hold the radio vertically 2.5 to 5.0 cm (1 to 2 inches) from 

your mouth.

3 Press the PTT button to respond to the call. The LED lights 

up solid green. 

4 Wait for the Talk Permit Tone to finish (if enabled) and speak 

clearly into the microphone.

5 Release the PTT button to listen.

6 If there is no voice activity for a predetermined period of 

time, the call ends.

See Making a Group Call on page 12 for details on making a 

Group Call.

Receivi
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6 If there is no voice activity for a predetermined period of  a Voice Call

t a channel, subscriber ID or group ID by using:

l Selector Knob

mmed One Touch Call button 

 Voice Call with the Channel Selector 

Group Call

l to a group of users, your radio must be 

part of that group.

hannel Selector Knob to select the channel with 

group ID.

dio vertically 2.5 to 5.0 cm (1 to 2 inches) from 

.

TT button to make the call. The LED lights up 

.

 Talk Permit Tone to finish (if enabled) and speak 

 the microphone.

e PTT button to listen. When the target radio 

the LED blinks green.
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time, the call ends.

7 You hear a short tone.

See Making a Private Call on page 13 for details on making a 

Private Call.

Receiving an All Call

An All Call is a call from an individual radio to every radio on the 

channel. It is used to make important announcements requiring 

the user’s full attention.

Procedure:

When you receive an All Call:

1 A tone sounds and the LED blinks green. 

2 If there is no voice activity for a predetermined period of 

time, the All Call ends.

You cannot respond to an All Call.

NOTE: The radio stops receiving the All Call if you switch to a 

different channel while receiving the call.

During an All Call, you will not be able to use any 

preprogrammed button functions until the call ends.

Making

You can selec

• the Channe

• a preprogra

Making a

Knob

Making a 

To make a cal

configured as 

Procedure:

1 Turn the C

the active 
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 an All Call

 allows you to transmit to all users on the channel. 

ust be programmed to allow you to use this feature.

 Channel Selector Knob to select the channel with 

e All Call group ID.

 radio vertically 2.5 to 5.0 cm (1 to 2 inches) from 

uth.

e PTT button to make the call. The LED lights up 

en.

the Talk Permit Tone to finish (if enabled) and speak 

to the microphone.

e channel cannot respond to an All Call.

74D05-A.book  Page 13  Wednesday, December 20, 2006  12:35 PM
6 If there is no voice activity for a predetermined period of 

time, the call ends.

Making a Private Call 

Procedure:

1 Turn the Channel Selector Knob to select the channel with 

the active subscriber ID.

2 Hold the radio vertically 2.5 to 5.0 cm (1 to 2 inches) from 

your mouth.

3 Press the PTT button to make the call. The LED lights up 

solid green.

4 Wait for the Talk Permit Tone to finish (if enabled) and speak 

clearly into the microphone.

5 Release the PTT button to listen. When the target radio 

responds, the LED blinks green.

6 If there is no voice activity for a predetermined period of 

time, the call ends.

7 You hear a short tone.

Making

This feature

Your radio m

Procedure:

1 Turn the

the activ

2 Hold the

your mo
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4 Wait for 
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und

ue to communicate when your repeater is not 

hen your radio is out of the repeater’s range but 

ange of other radios. This is called “talkaround”.

preprogrammed Repeater/Talkaround button.

 positive indicator tone, indicating the radio is in 

 mode.

 negative indicator tone, indicating the radio is in 

ode.

d setting is retained even after powering down.

�
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Making a Group or Private Call with the One Touch 

Call Button 

The One Touch Call feature allows you to make a Group or 

Private Call to a predefined ID easily. This feature can be 

assigned to a short or long programmable button press.

You can ONLY have one ID assigned to a One Touch Call 

button. Your radio can have multiple One Touch Call buttons 

programmed.

Procedure:

1 Press the preprogrammed One Touch Call button to make 

a Group or Private Call to the predefined ID.

2 Hold the radio vertically 2.5 to 5.0 cm (1 to 2 inches) from 

your mouth.

3 Press the PTT button to make the call. The LED lights up 

solid green.

4 Wait for the Talk Permit Tone to finish (if enabled) and speak 

clearly into the microphone.

5 Release the PTT button to listen. When the target radio 

responds, the LED blinks green.

6 If there is no voice activity for a predetermined period of 

time, the call ends.

For a Private Call, you hear a short tone when the call ends.

Talkaro

You can contin
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ent Monitor

manent Monitor feature to continuously monitor a 

nnel for activity.

e preprogrammed Permanent Monitor button.

unds alert tone, and the LED lights up solid yellow.

e preprogrammed Permanent Monitor button to 

the radio from permanent monitor mode.

unds an alert tone and the LED turns off,
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Monitoring Features

Monitoring a Channel

Use the Monitor feature to make sure a channel is free before 

transmitting.

Procedure:

1 Press and hold the preprogrammed Monitor button and 

listen for activity.

2 You hear radio activity or total silence, depending on how 

your radio is programmed.

3 When you hear “white noise” (that is, the channel is free), 

press the PTT button to talk and release it to listen. The LED 

lights up solid yellow.

Perman

Use the Per
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rt a scan, your radio cycles through the 

d scan list for the current channel looking for 

s yellow.

mode scan, if you are on a digital channel, and 

s onto an analog channel, it automatically 

 digital mode to analog mode for the duration of 

s also true for the reverse.

 types of scans: 

el Scan (Manual): Your radio scans all the 

oups in your scan list. On entering scan, your 
 depending on the settings – automatically start 
canned “active” channel/group or on the channel 

 was initiated.

(Automatic): Your radio automatically starts 

en you select a channel/group that has Auto 
d.

nd Stopping Scan

preprogrammed Scan button.

annel Selector Knob to select a channel with 

 enabled.
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Advanced Features 

Use this navigation guide to learn more about advanced 

features available with your portable:

Scan Lists . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 16

Scan . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 16

Call Indicator Settings . . . . . . . . . . . . . . . . . . . . . . . . . page 18

Call Alert Operation. . . . . . . . . . . . . . . . . . . . . . . . . . . page 18

Emergency Operation . . . . . . . . . . . . . . . . . . . . . . . . . page 19

Text Messaging Features  . . . . . . . . . . . . . . . . . . . . . . page 21

Utilities. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 22

Scan Lists

Scan lists are created and assigned to individual channels/

groups. Your radio scans for voice activity by cycling through the 

channel/group sequence specified in the scan list for the current 

channel.

Your radio supports up to 32 scan lists, with a maximum of 16 

members in a list. Each scan list shall support a mixture of both 

analog and digital entries.

Scan

When you sta

preprogramme

voice activity.

The LED blink

During a dual 
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g a Nuisance Channel

 continually generates unwanted calls or noise 

uisance” channel), you can temporarily remove the 

hannel from the scan list.

lity does not apply to the channel designated as the 

annel.

ur radio “locks on to” an unwanted or nuisance 

, press the preprogrammed Nuisance Channel 

utton until you hear a tone.

 the Nuisance Channel Delete button. The 

 channel is deleted.

ng a Nuisance Channel

 

e deleted nuisance channel, do one of the 

 radio off and powering it on again, OR

restart a scan via the preprogrammed Scan button, 

e channel via the Channel Selector Knob.
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2 When Scan is enabled, the LED blinks yellow and you hear 

a positive indicator tone.

OR

When Scan is disabled, the LED turns off and you hear a 

negative indicator tone.

Responding to a Transmission During a Scan

During scanning, your radio stops on a channel/group where 

activity is detected. The radio stays on that channel for a 

preprogrammed time period known as “hang time”.

Procedure: 

1 Hold the radio vertically 2.5 to 5.0 cm (1 to 2 inches) from 

your mouth.

2 Press the PTT button during hang time. The LED lights up 

solid green.

3 Wait for the Talk Permit Tone to finish (if enabled) and speak 

clearly into the microphone.

4 Release the PTT button to listen.

5 If you do not respond within the hang time, the radio returns 

to scanning other channels/groups.

Deletin

If a channel

(termed a “n

unwanted c

This capabi

Selected Ch

Procedure:

1 When yo

channel

Delete b

2 Release

nuisance

Restori

Procedure:

To restore th

following:

• Power the

• Stop and 
OR

• Change th
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Call Indicator Settings rt Operation

ng enables you to alert a specific radio user to call 

 they are able to do so. This feature is accessible 

ammed One Touch Call button.

 and Acknowledging a Call Alert

eive a Call Alert page:

 repetitive tone. The LED blinks yellow.

 release the PTT button to acknowledge the alert.

 Call Alert with the One Touch Call 

preprogrammed One Touch Call button to make 

t to the predefined ID.

ghts up solid green when your radio is sending 

ert.

Alert acknowledgement is received, two chirps 

Alert acknowledgement is not received, a low-

sounds.
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You can turn on or off the ringing tones for a received Private 

Call (see Turning Radio Tones/Alerts On or Off on page 23). 

Escalating Alarm Tone Volume

Your radio can be preprogrammed by your dealer to continually 

alert you when a radio call remains unanswered. This is done 

by automatically increasing the alarm tone volume over time. 

This feature is known as Escalert.

Call Ale

Call Alert pagi

you back when

via a preprogr

Receiving

Procedure:

When you rec

1 You hear a

2 Press and

Making a

Button 

Procedure:

1 Press the 

a Call Aler

2 The LED li
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3 If the Call 

sounds.

OR

If the Call 

pitch tone 
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g an Emergency Alarm

 allows you to send an Emergency Alarm, a non-

, which triggers an alert indication on another radio.

e preprogrammed Emergency button.

 lights up solid green.

 Emergency Alarm acknowledgment is received, 

rgency tone sounds. The LED blinks green. 

dio does not receive an Emergency Alarm 

edgement, and after all retries have been 

ed, a low-pitch tone sounds.

its the Emergency Alarm mode.
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Emergency Operation

An Emergency Alarm is used to indicate a critical situation. You 

are able to initiate an Emergency at any time, in any state, even 

when there is activity on the current channel.

Your radio supports 3 Emergency Alarms:

• Emergency Alarm

• Emergency Alarm with Call

• Emergency Alarm with Voice to Follow 

In addition, each alarm has the following types: 

• Regular – Radio transmits an alarm signal and shows audio 

and/or visual indicators.

• Silent – Radio transmits an alarm signal without any audio or 

visual indicators.

Only one of the Emergency Alarms above can be assigned to 

the preprogrammed Emergency button.

Sendin

This feature

voice signal

Procedure:

1 Press th

2 The LED

3 When an
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OR
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4 Radio ex
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an Emergency Alarm with Voice to 

lows you to send an Emergency Alarm to another 

knowledgement, your radio’s microphone is 

activated, allowing you to communicate with the 

hout pressing the PTT.

 microphone state is also known as “hot mic”.

e PTT button during the preprogrammed hot mic 

eriod, the radio ignores the PTT press and 

ergency mode.

 press the PTT button during hot mic, and 

nue to press it after the hot mic duration expires, 

dio continues to transmit until you release the 

button.

preprogrammed Emergency button.

ghts up solid green.

e sounds, speak clearly into the microphone. 

mic has been enabled, the radio automatically 

ithout a PTT press until the hot mic duration 

smitting, the LED lights up solid green.

� �
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Sending an Emergency Alarm with Call

This feature allows you send an Emergency Alarm to another 

radio. Upon acknowledgement, both radios can communicate 

over a preprogrammed Emergency channel.

Procedure: 

1 Press the preprogrammed Emergency button.

2 The LED lights up solid green.

3 When an Emergency Alarm acknowledgment is received, 

the Emergency tone sounds. The LED blinks green. 

4 Hold the radio vertically 2.5 to 5.0 cm (1 to 2 inches) from 

your mouth.

5 Press the PTT button to make the call. The LED lights up 

solid green.

6 Wait for the Talk Permit Tone to finish (if enabled) and speak 

clearly into the microphone.

7 Long press the preprogrammed Emergency button to exit 

the Emergency mode.

Sending 

Follow 

This feature al

radio. Upon ac
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other radio wit

This activated

If you press th

transmission p
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essaging Features 

g a Quick Text Message

d Quick Text messages, preprogrammed by your 

he programmable button.

 

 preprogrammed One Touch Call button to send a 

d Quick Text message to a predefined ID.

 lights up solid green.

s indicate that the message is sent successfully.

ch tone indicates that the message cannot be sent.

ble when sending to subscriber IDs:

o chirps if the target radio successfully receives the 

essage.

low-pitch tone if the target radio fails to receive the 

essage.
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5 Once the hot mic duration expires, the radio automatically 

stops transmitting. To transmit again, press the PTT button.

Reinitiating an Emergency Mode

There are two instances where this can happen:

• You change the channel while the radio is in Emergency 

mode. This exits the Emergency mode. If Emergency Alarm is 
enabled on this new channel, the radio reinitiates Emergency.

• You press the preprogrammed Emergency button during an 

Emergency initiation/transmission state. This causes the 
radio to exit this state, and to reinitiate Emergency.

Exiting an Emergency Mode

Your radio exits Emergency mode when one of the following 

occurs:

• Emergency Alarm acknowledgement is received (for 

Emergency Alarm only), OR

• All retries to send the alarm have been exhausted, OR

• The preprogrammed Emergency button is long pressed (not 
applicable for Emergency Alarm with Voice to Follow).

NOTE:  If your radio is powered off, it exits the Emergency 

mode. The radio will not reinitiate the Emergency 

mode automatically when it is turned on again.

Text M

Sendin
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dealer, via t

Procedure:
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e Power Level 

 your radio’s power setting between high or low 

el.

h enables communication with radios located at a 

istance from you. Low enables communication 

closer proximity. 

preprogrammed Power Level button.

 positive indicator tone, indicating the radio is 

g at low power.

 negative indicator tone, indicating the radio is 

g at high power.

�
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Utilities

Setting the Squelch Level 

You can adjust your radio's squelch level to filter out unwanted 

calls with low signal strength or channels that have a higher 

than normal background noise.

Settings: Normal is the default. Tight filters out (unwanted) 

calls and/or background noise. However, calls from remote 

locations may also be filtered out.

Procedure: 

1 Press the preprogrammed Squelch button.

2 You hear a positive indicator tone, indicating the radio is 

operating in tight squelch.

OR

You hear a negative indicator tone, indicating the radio is 

operating in normal squelch.

Setting th

You can toggle

for each chann

Settings: Hig

considerable d
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Procedure: 

1 Press the 
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transmittin

OR
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Turning Radio Tones/Alerts On or Off 

You can enable and disable all radio tones and alerts (except for 

the incoming Emergency alert tone) if needed.

Procedure: 

1 Press the preprogrammed All Tones/Alerts button.

2 You hear a positive indicator tone, indicating all tones and 

alerts are on.

OR

You hear a negative indicator tone, indicating all tones and 

alerts are off.

Checking the Battery Strength

You can check how much battery power you have left.

Settings: The LED Indicator in solid yellow indicates fair battery 

charge while solid green indicates full charge of the battery.

Procedure: 

Press the preprogrammed Battery Strength button to view the 

battery strength via the LED Indicator.

�
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